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GOSUZUKI

Air Conditioning System

4-WAY CASSET TE FAN COIL UNIT

Model: SAF-CF300/400/5600/600/800/1000/1200
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SAF-CF300 593 650 284 35 3/4"
SAF-CF400 593 650 284 35 3/4"
SAF-CF500 593 650 284 35 3/4"
SAF-CF600 835 950 250 27 3/4"
SAF-CF800 835 950 250 27 3/4"
SAF-CF1000 835 950 290 27 3/4"
SAF-CF1200 835 950 290 27 3/4"
NOTE

All dimensions are in mm
The product specification is subject to change without prior notice.

For further information please check our web site
www.suzuki.sg

www.suzuki.sg




GOSUZUKI

Air Conditioning System

4-WAY CASSETTE FAN COIL UNIT

Technical Data

| SAF-CF300 | SAF-CF400| SAF-CF500 | SAF-CF600 | SAF-CF800 | SAF-CF1000 | SAF-CF1200

Norninal Air Flow R CFM 300 400 500 600 800 1000 1200
t
erminerArTow e CMH 510 680 850 | 1020 | 1359 1700 2039
Total Heating Capacity KW 6.1 89 10.0 1.4 179 22.3 26.2
KBtu/hr 20.7 30.5 34.0 389 61.0 76.1 89.5
) ) KW 2.6 39 43 49 7.7 10.1 11.8
Total Cooling Capacity
KBtu/hr 89 13.2 147 16.8 26.3 346 40.3
Weight kg 23.0 23.0 24.0 30.0 31.0 320 33.0
Ib 51 51 53 66 68 70 73
. W 50 57 67 90 131 145 186
Nominal Power
HP 0.07 0.08 0.09 0.12 0.18 0.19 0.25
Noise dBA 39 40 42 44 45 48 50
Coll QTY 1
Motors Qry 1
Drain Pipe 3/4"
NOTE
. Cooling capacities are based on 44°F . The product specification is subject to change without
entering chilled water temperature and prior notice.

80°F DB/ 67°F WB air temperature at sea
level altitude and fan high speed.

*  Heating capacities are based on 180°F
entering hot water temperature and 68°F
DB entering air temperature at sea level
altitude and fan high speed.
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Suzuki Corporation Pte. Ltd.
www.suzuki.sg
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